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Gas Membrane Lap Tape MSDS
SECTION 1: IDENTIFICATION OF THE SUBSTANCE / MIXTURE AND OF THE COMPANY / UNDERTAKING

Product Identifier Gas Membrane Lap Tape

Identified Use Single sided, self-adhesive lap tape for use with construction membranes

Supplier of Data Sheet Cordek Limited, Spring Copse Business Park, Slinfold, West Sussex, RH13 0SZ

Emergency Telephone 
Number

Tel: (+44) 1403 799600  Open Monday to Friday 8.30am – 5.30pm

SECTION 2: HAZARDS IDENTIFICATION

This product is not classified as dangerous for supply under the terms of Regulation ( EC ) No. 1907 / 2006 
of the European Parliament and of the Council concerning the Registration, 
Evaluation, Authorisation and Restriction of Chemicals ( REACH ).

SECTION 3: COMPOSITION/INFORMATION ON INGREDIENTS

Product Contains: Hazard statement: Precautionary Statement: Cas Number: EINECS No. CONCn (W/W):

No Ingredients Classified as Hazardous

SECTION 4: FIRST AID MEASURES

Skin Contact Wash with soap and water

Eye Contact Wash with water

Inhalation Not a hazard

Ingestion Seek medical advice

SECTION 5: FIREFIGHTING MEASURES

Extinguishing Media Dry powder, CO2 or foam

Do Not Use Water jet

Protective Equipment Self contained breathing apparatus may be needed for large fires.

Other

SECTION 6: ACCIDENTAL RELEASE MEASURES

Personal Precautions Gloves recommended.

Environmental 
Precautions

Solid product. Presents no environmental problems if collected and disposed of correctly.

Method of Cleaning Collect in container. Dispose of as in Section 13.

SECTION 7: HANDLING AND STORAGE

Handling Gloves recommended when applying product.

Storage Store out of direct sunlight and away from sources of heat.
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SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION
Exposure Limits N/A
Respiratory Protection N/A

Skin Protection
Gloves recommended when applying product. Remove product from skin using soap and water or 
proprietary skin cleaner. NOT solvent.

Eye/Face Protection N/A
Other Wash hands after each work period and before consuming any food.

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES

Appearance

Rolls of self adhesive sheeting 
comprising of a plastic backing, a 
bituminous compound and a paper 
release interleave.

Explosion Limits Not applicable

Odour Bituminous Colour Black

Specific Gravity Approx. 1 % Volatile Nil

Solubility In Water Insoluble Flash Point Not applicable

Boiling Point Not applicable

SECTION 10: STABILITY AND REACTIVITY
Conditions to Avoid High temperatures.
Materials to Avoid Oxidising agents, strong acids and alkalis.
Hazardous 
Decomposition 
Products

In a fire, black smoke, oxides of carbon.

SECTION 11: TOXICOLOGICAL INFORMATION
Prolonged and repeated contact with the skin may cause irritation.

SECTION 12: ECOLOGICAL INFORMATION
Not readily biodegradable.

SECTION 13: DISPOSAL CONSIDERATIONS
Incineration or landfill in accordance with local regulations.

SECTION 14: TRANSPORT INFORMATION
Special Precautions In 
Carriage

None

Main Risk None
Subsidiary Risk None
Proper Shipping Name: IMDG Code: IMDG Class: ADR:
– – – –
Classification Date: UN No. : UN No. : Other:
3.08.2011 – – –
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Cordek Ltd
Spring Copse Business Park, Slinfold, West Sussex  
RH13 0SZ, United Kingdom

Telephone (+44) 1403 799600  Fax (+44) 1403 791718
E-mail  info@cordek.com

www.cordek.com

SECTION 15: REGULATORY INFORMATION

Label Information
No supply labelling required under Regulation ( EC ) No. 1907 / 2006 of the European Parliament and of 
the Council concerning the Registration, Evaluation, Authorisation and Restriction of Chemicals ( REACH ).

SECTION 16: OTHER INFORMATION

The data in this Safety Data Sheet has been supplied as required by Regulation ( EC ) No. 1907 / 2006 of the European Parliament and 
of the Council concerning the Registration, Evaluation, Authorisation and Restriction of Chemicals (REACH), for the purpose of protecting 
the health and safety of industrial and commercial users who are deemed capable of understanding and acting on the information 
provided.

Please ensure that it is passed to the appropriate person(s) in your company, who are capable of acting on the information.

Note: This data sheet does not constitute a user’s assessment of workplace risk as required by HSW Act, COSHH, Management of 
Health and Safety at Work legislation, or any other Health and Safety Legislation.

The information given in this Safety Data Sheet is based on current knowledge and experience and is intended to describe the products 
in terms of their health and safety requirements. It should not therefore be construed as guaranteeing specific properties.

DISCLAIMER: Information contained within this 'Material Safety Data Sheet' is for guidance only, and it is intended for experienced construction industry workers.  
It contains summaries of aspects of the subject matter and does not provide comprehensive statements of construction industry practice.  
As conditions of usage and installation are beyond our control we do not warrant performance obtained. Please contact us if you have any doubt  
as to the suitability of application. The information provided within this document is based on data and knowledge correct at the time of printing. 
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